UTAH OIL AND GAS CONSERVATION COMMISSION,, ..

L é“ b3

© REMARKS: ' WELL LOG ELECTRIC LOGS _gz. me_ X WATER SANDS _ LOCATION INSPECTED _ — SUB. REPORT/abd.

DATE FILED 10-11-90

LAND: FEE & PATENTED STATE LEASE NO. PUBLIC LEASE NO. U-14654 INDIAN

DRLUNG APPROVED: 1]5-90  (GAUSE M0. 102-16B) (DKTA. MRS < (edag (Ml £7))

SPUDDED IN:

comPLETED:  12-30-91 LA PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY AP

GOR:

PRODUCING ZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATE ABANDONED: LA'D PER BLM EFF 12-30-91

FIELD: - GREATER CICSO

UNIT:

COUNTY: GRAND

WELL NO. EXIT PARKER ETI 18-5 _ API NO. 43-019-31309

LOCATION 588' FHL FTFROM(N SILUNE. 13927 Y, FT.FROM (E} WILNE.  NE NW 1/4 — 1/4 SEC. 5

TWP. RGE. SEC. | OPERATOR ' TWe. | RGE. | SEC. | OPERATOR

20s | 23E 5 PARKER ENERGY TECH.
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ey o-s010) UNITED STATES OV " Eaplres Augunt 31, 1985
DEPARTMENT OF THE INTERIOR UT.-0229 O. LEABE DBSIGNATION AND SERIAL NO.
BUREAU OF LAND MANAGEMENT 1nq Co.# 8630229 U-14654
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | % ™ ™u™ suLorres ox maisa Niua
1a. TYPE OF WORK ' N/A -
DR'LL m DEEPEN 7. UNIT AGREEMENT NAMR
b. TYPE OF WBLL .
oIL OAS 8. [}
o o L "“Exit/Parker ETI
PARKFR ENERGY TECHNOLOGY INC. ' 9. WELL Wo.
3. ADDRESS OF OPERATOR » DIVISIONOF 18-5
1787 East Ft. Union Blvd. Suite # 108, Salt0iLaGASCAMHNINGh 84121 |56 visto aws Foor o witoear
4. kl:CATlgN or WELL (Report location clearly and.lp accordance with any State requirements.®) . )
- 1392' FWL,588' FNL T D SUavit on anms
At proposed prod. sone Lot # NZNEiNWi)- Sec.5, T.20 S. ,R.23 E.
same
14. DISTANCB IN MILES AND DIRECTION FROM NEAREST TOWN OR POAT OFFICR® 12, COUNTY OR PARISR | 18. STATE
10 Miles North of Cisco,Utah Grand. Utah
19. DISTANCE no,l‘l.:::::nv 16. NO. OF ACRES IN LEASE 17. :g.rtl)‘l;'“‘:'x::hnnono
SROPERCY OB LEABE LINE, FT. . 588’ 489.26 acres '™ 10 acres
(Also to nearest drig. unit line, If any)
18. DISTANCE FROM T'ROFOSED LOCATION® 1 ' . PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
o o S i T pene] Nagso EARD Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22, APPROX. DATE WORK WILL START®
4966' GR Nov.1,1990
23. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE si1zx or cnnto. WERIGRT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
11" 8 5/8" 24 # 160' 100 sxs. cement to surface
6 3/4" 4 1/27 10.5 # 3450" 250 sxs. _

The well will be drilled to test the Entrada formation.
All shows encountered,will be tested.

Pressure Controll Equipment:
*Shaffer Double Ram &and. power accumulator,5000 psi maximun,that will

be tested daily to 2000 psi.

* Series 900,hydrolic,type LWS;6",5000psi mop.

IN ABOVE SPACE DESCRIBE PROT'OBED PROGRAM : If proposal is to deepen or plug back, give data on present productive xone and proposed new productive
sone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24.
.).»4/,/%3) sme_President ., 10/10/90

(This space for Federal or State office use) . A'WVW STATE
PERMIT NO. 3 - O ‘ q - 3‘3 ()q APPROVAL DATE OF UTAH DlVlSION F

APPROVED BY TITLE
CONDITIONS OF APPROVAL, IF ANY : BY-

*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or sgency of the
United States anv false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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PARKER 18-§

Located 588 fest from the North 1ine and 1392 fest
from the West line of Section &, T20S, R23E, SLm.

Elev. 4966
Grand County, Utah

UDELL S. WILLIAMS
Professional Land Surveyor

751 Rood Avenue ({303} 243-4594
Grand Junction, Colorado 81501

SURVEYOR'S CERTIFICATE

THIS 1S TO CERTIFY THAT VIHE ABOVE PLATY WAS PREPARED
FRAOM FIELD NOTES OF ACTUAL SURVEYS MADE 8y ME OR
UNDER MY SUPEAVISION AIND THAY THE SAME ARE TRUE
AND CORRECT TO THE BESTY OF MY XNOWLEDGE AND DELIEF

PLAT OF
PROPOSED LOCATION

PARKER 18-§
LOT 3 SECTION §
T205, R23E, SLM

.

a‘“ﬁa'
Utah RLS No. 29%73

rveveo sy: USW oare: 9/28/90
USW oare: 9/27/90

ORAWN BY:




BUREAU OF LAND MANAGEMENT

P. 0. Box 970
Moab, Utah 84532

RE:

Parker 18-5
Multipointe Reqmnts.

Existing Roads

| N

Proposed vell site is staked.

Route and distance from nearest tovn. Well site i=
located approximately 1@ miles north of Cisco, Utah.
Travel 10. wile:sz northwest,off the Esst Cisco exit
of 1-7@ ,on the Cottonvood Ranch roed. At the firet
left (West) which is the Parker Section 5 access,
proceed West approximately 4 miles to the Staked
locetion centered in the middle of the Parker 14-5
accese road. Therefore no nev access road will need
tc be constructed.

Accese road is dotted in red. The existing roads
are solid in blue.

Does not apply.

Az Noted above in Itew 1l.b.

Plans for improvement and/or maintenance of
existing roade. The operator will maintain

existing roeds according to Class 111 standards.
No improvements to existing roeds ere required.

Planned Access Road

Width: 16’ travel sgurface.

Maximum grades: 1/2 to 3 degree. No wvaterbars are
needed.

Turn-out: No turn-cute are needed.

Drainage degign: e=mall borrow pit on one eide for
drainage.

Should production he established, the road will be
upgraded if required to include ditch and crowning.
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Multipoint Requ,.__ements —

£f. No culverts are needed for this access. No low
water crossing required in this immediate area.

q. Surfacing material: None needed. The road vwill be

lightly scraped on the surface.

k. Necessary gates, cattleguards, or fence cuts: None
needed.

i. New or constructed roade. Operator will make use
of existing roads in the area. .

Locetion of Exieting Wells

a. See USGS topgraphic map (7.5 minute)

b. See attached Cicso Springs map.

c. See attached Cisco Springs map.

d. No vater, dispoesal, or injection vells are in a

one-mile radius.
Location of Existing and/or Proposed Facilities

a. 1. Tank batteries. If oil production is

established, new tank batteries will be installed
in the northeast corner of the proposed location

and will he 125 feet from the wellhead.

2. Production facilities. If gas production
estahlished, nev proaduction facilities will be

is

installed in the southheast corner of the proposed

location. All the above-ground production

equipment will be painted using one of the approved

colors provided by BLM personnel in their
concurrence letter.

3. 0il gathering lines. HNone - aonly to tank
location of oil production is established.

at

4. Gas gathering lines. IJf the well qualifies
for hook-up,ve will sell the gas to Northwvest Pipe-

line, and hook-up South of this location at an

ap-

proved tie-in point onto the NWP cecllection system,
pending any necessary right of vay. However, no gas

production ie anticipated.
3. Injection lines. None.

6. Dieposal lines. None.



Page 3
Multipoint Requirements

b. Any new facilities required in the event of
production will be located in the southeast corner
of the proposed location. See the enclosed sketch
of the area shoving planned production facilities.
All open and exposed pite will be fenced to protect
livestock snd wildlife, and an earthen fire bunker
willl he built sround ant tanks to hold 11@% of the
tank volume. Gase linee will bhe surface laid or
bhuried as BLM dezsiqnates to the delivery point
designated by NWP., Facilities will be constructed
vithin a 9@ day period upon completion of the vell.

c. The reserve pit and any portion of the location
tincludes eccess road) not needed for production or
production facilities will be reclaimed as
described in thes rehabilitation section. All
etockpiled/vindroved topscil will be used in
reclaiming unussd areas.

Location and Type of Water Supply

a. Contract vweter haul by drilling contractor,
vho has an a private purchase arrangement from
Cieco Springs.

b. Methad of trensporteting water. Weter tank truck.
C. No veter well i= planned or needed.
Source of Construction Materials

It is anticipated that no construction materials will be
required to construct the well pad. If construction
materialse trock, gravel, =sand, etc.) are necessary, they
will he purchased through the dirt caontractor. Until
production is estahlished, the road vwill he a surface-
scraped dirt road from the existing road to the proposed
vell location. Thie ie flat desert land or a Mancos
Shale fromation. Bladed roads thet are watered and
packed down are the best roads for this area.

HMethod for Handling Waste Disposal

Cutting end drilling fluids will be discharged into the
reserve pit. A portable chemical teoilet will be on
location for sevage. Garbage and vaste mwmaterials will
bhe pleced in a trash cage and hauled out vwhen work is
cospleted.
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Multipoint Reqg emente

e g

7.Continued)... Produced fluide (oil and weter) will go into

lo.

tanks and pite respectively.The anchored blouey line
will be 125 feet long, centered, and angled down into
the reserve pit. The blouey line will he misted while
drilling with air. The area vwill be free of trash and
debris when the rig is moved out. If any waste material
is to be burned, a burning permit will be obtained from
the appropriate authorities.

Auxiliery Fecilities

Ncne other than a trailer and a dog house. No cemp or
gir strip is required.

Well Site Layout

a. Locetion is relatively flat, no cut and fill
diagram will he needed. Schematic of 100’x100°
drilling pad enclosed. Disturbed area is 100x135°
tblouie line).The top 4 inches of so0il material is
to be stockpiled on the west side of the location.

bh. Mud tank, reserve pit, and trash cage. See vell
ped schematic. The reserve/blouey pit will be
fenced on 3 sides prior to drilling, end the fourth
eide will be fenced vwhen drilling is completed.
The fence will be 4 strands of barbed wire or 48"
voven wire with one strand of berbed wire for
support.

c. See draving
d. Pitse are to be unlined.

Restoration Plans

a. Immediately upon completion of drilling, the locae-
tion and surrounding asrea will be clearedof debris
regulting from the operation. All trash will be
disposed of in the portable trash cage and will be
hauled to 8 local town dump.No trash well be left.

b. The operator or hies contractor will notify the
Grand Rescurce Area or District BLM Office in
Mcab, Utah (801-259-8111) 48 hours prior to starting
rehabilitation work that involves earthmoving
equipment. The Grand Resource Area BLM Office will
again be notified upon completion of restoration.
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Multipoint Requirements

areas. the reserve/blouey pit will be dry and
completely free of any trash or debris. Any such
trash or debris will be removed from the pit and
public lands.

d. All disturbed ares to he restored will be
recontoured to blend with the surrounding area. The
stockpiled topsoil will be evenly distributed over
the rehabilitasted srea. All rehabiliteted areas
vill be ecarified on the contour to a depth of 6
inches.

e. The rehahilitated areas vwill be seeded from October
15th to March 15th or any other time that the Grand
Resource area approves. BLM personnel will supply
the appropriate seed mixture in their concurrence
letter. The seed mixture will bhe broadcast or
drilled. If the area ie broadcast seeded, it will
he harroved or dragged to assure seed cover. Any
etockpiled vegetation will then be scattered evenly
over the reclaimed area and walked down with a
dozer. No reclaiming of the sccess road will be
reuired.

f. If the praposed well ige completed a= a producer,
unused areas of the well pad outside the deadmen
will bhe reclaimed as previously described.

g. After the rig ies moaved.

h. If there ie ©il in the pit, ve will remove it
and install overhead flagging (if required).

i. Rehabhilitation of the well site area will be
completed within 6@ deys of shandonment with the
exception of resceding following BLM instruction
tOctober 15 to March 15). In the event the vell is
completed as a dry hole, rehabilitation vwill take
place within 6@ days after release of the drilling
riq. In the event the well is completed as a
commercial preoducer of oil and/or gas, unused
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11.

13.

Date

i. ...partions of the well pad will be rehabilitated
within 60 days of completion. All restoration will
be as per BLM instructions.

Other Information

a. The location is relatively flet and considered part
of the vestern slope of the Coloradao Rocky
Mountains. Vegetation consists of shadescale,
greasevoad, rabbitbrush, and barious grasses.

b. The Grand Rescurce Area office or District office
in Moab, Uteh (801-259-6111) will be contacted 48
hourse prior to commencing any work on public lands.

c. The operator’s dirtvork and drilling contractors
will be furnished with an epporved surface-use plan
and BLM stipuletions prior to eny work.

d. 1f any subsurface cultural material is exposed
during construction, work will stop immediately,
and the Grand Resource Area (Office or District
office vill bhe notified. All persons in the area
will be informed of possible prasecution if they
disturb archaeoclogical sites or remove artifacts.

Operator: Parker Energy Technolaogies Inc.
1787 Ft.Union Blvd, Suite # 108
Salt Leke City, Utah 84121
Attention: Creig Carpenter (801) 942-@592

Certificetion: 1 hereby certify that I, or persons
under wmy direct supervision, have inspected the proposed
drilling site and access route; that the statements made
in this plan are, to the bhest of my knovwledge, true and
correct; and that the work associested with the
operations proposed herein will be performed by Parker
Energy Technology Inc.and it’s contractors and
subcontractors in conformity with this plan and the
terms and conditions under which it is approved.

Craig Carpenter
President



BUREAU OF LAND NAGEMENT
F. 0. Bax 970 - -
Moalk, Utah 84532

RE:

Parker 18-5

NTL-6 Supplementary
Information for APD.
9-331-C

Application for Parker Energy Technology Inc.,a Utah

Carporation, to drill in the NE 174 NW 1/4 of Section 5,
T.20 S. ,R.23 E.,Grand County,Utah, ie set forth on Form 9-
331-C. The purpose of this letter is to presgent the
additional infermation as required by the NTL's regulation.

1.

Geclogic Name of Suriface Formation: Cretaceous Mancos
Shale

. ({as amended)

Geologicel Formation Tops:

Cretaceocus Mancoz Shele Surface
Dakota 2565’

Jurrasic Marriczon 2630’
Entrada 3zea’
Total Depth 3450

Casing Program: See Form 9-331-C.

Pressure Control Equipment: BOP and manifold will be
tested to 2000 pei prior to drilling out shoe joint.
Pipe rames will be operational and tested daily. Blind
rame will be operaticonal and tested on trips. BOP and
manifold on daily tour sheets. See BOP schematic.

Drilling and Circulation Medium: Operator plans tao
drill) with air and air mist es far as possible. A
water-based drilling fluid will be used in the event
formation water is encountered to control or kill oil or
gas flowe, and when running long string (4 1/2", 1@ 1/2
lh. casing). It will consist of an invert polymer-type
biodegradable mud 8.2 1b. per gallon. Weight and mud to
1 1b. per gallon will be provided if required.Potassium
chloride (KCL) D.G. chemical will be added Bs required.

Auxiliary Equipment: (1) (as amended) Kelly Cocks
Demco (2) Floats at the bhitsub and string; and (3) Sub
on floor with a full-opening valve. The £4111, kill, and
choke lines will be attached to the vwellhead bhelaw the
BOP. The following equipment will also be used:



a. 6000# shut-off valve on stand pipe.
b. One float at bit and tvo string floats.
c. Sub 3 172 IF to 2" valve for controlling blovaoute

vhen making round tripe.

8. Testing, Logging, and Coring: (as amended)
Schlumberqger . No DST’s programmed. Electric logs will
coneiet of dual induction laterlog (DIL), compensated
neutron-formation density (CNFD), bond leg (CBL) and
gmma ray log (GR) will be run. Drilling samples willl
he taken every 1@ fezt starting 100 feet above the
Dakota Formation. Microscope analysis will be done by a
gecalogist.

q. The maximum bottom hole pressure expected
is 1000 psi. Flexibility provisions are the BOP and
high-preesure fittings and couplings. No hydrogen
eulfide problems are expected.

190. The approximate starting date is November 1, 199¢ and
drilling should take from 1@ to 20 days.

I herehy certify that I, or personsg under my direct
gupervision, have inspected the proposed drill site and
access route; that I am familiar with the conditions which
presently exist; that the statements made in this plen are,
tc the best of my knowledje, true and correct; and that the
wvork esscociated with the operations proposed herein will be
performed by Parker Energy Technolagy Inc.and it’s
contractore and subcontractors in confoarmity with this plan
and the termz= and conditions under which it is appraved.

Az < .

Date Craig Carpenter
President
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REMOTELY (PERATED CHOKE

REMOTELY OPERATED VALVE
SEQUENCE OPTIONAL

ADJUSTABLE
CHOKE

10M AND 15M CHOKE MANIFOLD EQUIPMENT — CONFIGURATION MAY VARY

R),g 0Ml.n-¢J b’ _E_’é.
Ordes No. 2 Oniling dperalions
PvaLisnio FR N1 ig, 1988
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PARKER ENERGY TECHNOLOGY, INC.

October 21, 1990

Mr. Ron J. Firth
Assistant Director
Division 0il, Gas & Mining
355 W. No. Temple, #350
S.L.C., UT 84180-1204
JECeTio) S
Re: Spacing exception, Parker Energy 17-5, 18-5, T.20S., R.23E.
Cisco Springs, Grand Ccunty, Utah.

Dear Mr. Firth:

As per your telephone conversation today with Kerry Miller, with
regards to a spacing exception (less than 200 feet from a legal
sub~-division, i.e. 1/4, 1/4 1line) for the above noted wells, we
are requesting for approval for an exception to this spacing rule
requirement. These locations were chosen due to the topographic
limitations of this area of the lease. After an "on-sight"
visitation with Mr. Miller and Verl Rose for Parker Energy, and
Jeff Robbins of the Grand Resource Area (BLM), it was decided too
much surface disturbance would be required to drill "in any other
locations within these quarter, quarters. It should also be
noted that all this development is "on lease" and well within the
500 foot lease boundary requirement (Parker Energy owns the W1/2,
and the W1l/2 El1/2, of section 5, same lease).

Parkoer Enexgy 1s 1leocking to expedite the drilling of these
loccatione, therefore any consideration you may render wculd be

appreciated. -
DB EEITER,
Sincerely, PR jbﬂ
:%li By
= OCT 241990 4
Craig Carpenter Wyisin o
President L, BAS & & MG
CC/jk

cc: Mr. Jeff Robbins, Grand Resource Area
Mr. Kerry Miller

1787 East Fort UnionBlvd. . Suite 108 .« Brookhill Plaza . SLC, UT 84121 . (801) 942-0592



@3 |State of Utah  ~

V) DEPARTMENT OF NATUFAL RESOURCES

Norman H. Bangerter
~ Governor

Dee C. Hansen
Executive Director

DIVISION OF OIL, GAS AND MINING

355 West North Tempie
3 Triad Center, Suite 350

Dianne R. Nieison, Ph.D. Sait Lake City, Utah 84180-1203
Division Director 801-538-5340

November 5, 1990

Parker Energy Technology, Inc.
1787 East Ft. Union Blvd. Suite 108
Salt Lake City, Utah 84121

Gentlemen:

Re: Exit/Parker ETI 18-5 - NE NW Sec. 5, T. 20S, R. 23E - Grand County, Utah
588' FNL, 1392’ FWL

Approval to drill the referenced well is hereby granted in accordance with the Order
of Cause No. 102-16B dated November 15, 1979 subject to the following stipulations:

1.

Prior to commencement of drilling, receipt by the Division of evidence
providing assurance of an adequate and approved supply of water as
required by Chapter 3, Title 73, Utah Code Annotated.
4

Approval of this application is applicable to the Dakota, Morrison and Cedar
Mountain Formations under the terms and conditions of Cause No. 102-16B.
If a completion is contemplated in the Entrada Formation, prior approval from
the Division will be necessary.

In addition, the following actions are necessary to fully comply with this approval:

1.
2.

Spudding notification within 24 hours after drilling operations commence.

Submittal of an Entity Action Form within five working days following
spudding and whenever a change in operations or interests necessitates an
entity status change.

Submittal of the Report of Water Encountered During Drilling, Form 7.

an equal opportunity employer
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Parker Energy Technology, Inc.
Exit Parker ETI 18-5
November 5, 1990

4. Prompt notification if it is necessary to plug and abandon the well. Notify R.
J. Firth, Associate Director, (Officeg 801) 538-5340, (Home) 571-6068, or Jim
Thompson, Lead Inspector, (Home) 298-9318. .

5. Compliance with the requirements of Rule R615-3-20, Gas Flaring or Venting,
Qil and Gas Conservation General Rules.

6. Prior to commencement of the proposed drilling operations, plans for facilities
for disposal of sanitary wasfes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations. A list of local health departments and copies
of applicable regulations are available from the Division of Environmental
Health, Bureau of General Sanitation, telephone (801) 538-6121.

7. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application for an
extension is made prior to the approval expiration date.

The API number assigned to this well is 43-019-31309.

Sincerely,
Gk
R. J. Hrth

Associate Director, Qil & Gas

tas

Enclosures

cc: Bureau of Land Management
J. L. Thompson

wel4/1-4
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. Form'3160-3 i SUBMIT IN TRIPTACATE®  Fomm approved,

ovember - er instructions on Budget Bureau No.
(tomenty 3-3310) UNITED STATES O Expires Augost 31, 1085
DEPARTMENT OF THE INTERIOR UT. -0229 0. LEASE DEBIGNATION AND SERIAL NO.
BUREAU OF LAND MANAGEMENT 1n« cn.# 8630229 U-14654
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK |°® ™ ";'/“: ALLOTTER O TRIBE Naur
1a. TYPE OF WORK -
DR”.L m DEEPEN D PLUG BACK D 7. UerNA/caKnu:N'r NAMD
b-o'll‘:l’l il oAS . BINGLE MULTIPLE 8. YARM OR LEASE NaMD
WELL WELL OTHER 20NE ZONE Exit/Parker ETI

2. NAME OF OPERATOR

PARKFR ENERGY TECHNOLOGY INC. ' 9. WrLL No.

3. ADDEESS OF OPERATOR 18-5
1787 East Ft. Union Blvd. Suite # 108, Salt Lake City,Utah 84121 |106. vixLo ano rooL, oz WiLocar
4. Xocu'lpx or WELL (Report location clearly and {n accordance with any State requirements.®) . S rin S)
t suriace 1392' FWL,588' FNL 11. sxcC., T, E., M., OR BLK,
3 NELNWA‘Y AND BURVEY OR ARKA
At proposed prod. zone Lot # ( 4 4)' ; j ] . . D ~t Sec. 5, T.20 S. ,R23 E.
same M- 019212 05
14. DISTANCE IN MILES AND DIRECTION FROM NEKAREST TOWN OR PCST OFFICE® 12, COUNTY OR PARISH | 13. STATE
10 Miles North of Cisco,Utah Grand Utah
15. DISTANCE rno;lll::g:(;sm' 16. NO. OF ACRES IN LEASE 17. :g.'rtzil;sn;::shnsmulo
oc N TO N
:no::ln?n OR LEASE LINE, PFT. 588" 489.26 acres L 10 acres
(Also to nearest drig. unit line, if any)
18. J . 4 { 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOL
ey et owriians, cpurieres, 18750 appl'cl) 1% mores £oE oot
OR APPLIED FOR, ON THIS LEASE, FT. 3300 prod'ng' 3450" Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22, APPROX. DATE WORK WILL BTART®
4966' GR Nov.1,1990
23. PROPOSED CASING AND CEMENTING PROGRAM
812X OF HOLE BIZK OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
11" 8 5/8" 24 # 160' 100 sxs. cement to surface
6 3/4" 4 1/2" 10.5 # 3450’ 250 sxs.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24.
%\ President . 10/10/90

(This space for Federal or State office use)

PLRMIT NO, APPROVAL DATE

Assistant District Manager NOV | 3 1990

APPROVED BY /jl ﬂ- MN/) AjZCksgVVl — for Mmoo paTE

CONDITIONS OF APPROVAL, IF ANY :

FLARING OR VENTING'OF CONDYTImLE 0

hg?,,isis/?ségc.r TONTL 4A *See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States anv false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

//}C'L/r]?!
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PARKER 18-%

Located 588 feet from the North line and 1392 fest
from the West line of Section S, T20S, R23E, SLm,

Elav., 4966
Grand County, Utah

UDELL S. WILLIAMS
Prolessionsl Land Surveyor

751 Rood Avenue (303) 243-4594

Grand Junction, Colorado 81501

SHe 95, SURVEYOR'S CERTIFICATE

- P+ ..ﬂ: THIS (S TO CENTIFY THAT TriE ABOVE PLAY WAS PREPARED PLAT OF

T e = FAOM FIELD NOTES OF ACTUAL SURVETS MADE 8Y MC OR

= SO s: = UNDER MY SUPLRVISION AMD THAY THE SAME ARE TRUE PROPOSED LOCATION
24Xy s I AND CORRECT TO THE BEST OF My KNOWLEDGE AND BELIEF

2" %, NEPT PARKER 18-§

LOT 3 SECTION 5
7205, R23E, SLM

42ﬁ¢2¢a=ﬁz%?222h:
Utah RLS No. 2873

rvevep av: USW oave: 9/25/90
USW  oare: 9/27/90

ORAWN BY:



Parker Energy Technology Inc.
Well No. Exit/Parker ETI 18-5
NENW Sec. 5, T. 20 S., R. 23 E.
Grand County, Utah

Lease U-14654

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the
applicant holds legal or equitable title to those rights in the
subject lease which would entitle the applicant to conduct
operations thereon.

Be advised that Parker Energy Technology Inc., is considered to be the
operator of the above well and is responsible under the terms and
conditions of the lease for the operations conducted on the leased lands.

Bond coverage for this well is provided by UT0229 (Principal - Western
Gold N Gas Company; CoPrinciple - Parker Energy Technology Inc) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond Tiable until
the provisions of 43 CFR 3106.7-2 continuing responsibility are met.

A. DRILLING PROGRAM

A11 lease operations will be conducted in full compliance with

applicable regulations (43 CFR 3100), Onshore 0il1 and Gas Order 1, Onshore
0il1 and Gas Order No. 2 and the approved plan of operations. The operator
is fully responsible for the actions of his subcontractors. A copy of
these conditions and the approved plan will be made available to the field
representative to insure corpliance.

A1l fresh water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling will be recorded by depth, cased,
and cemented.

BOP systems will be consistent with API RP 53. Pressure tests will be
conducted before drilling out from under all casing strings which

are set and cemented in place. Blowout preventer controls will be in-
stalled prior to drilling the surface casing plug and will remain in
use until the well is completed or abandoned. Preventers will be in-
spected and operated at Tleast daily to ensure good mechanical working
order, and this inspection recorded on the daily driiling report.
Preventers will be pressure tested before drilling casing cement plugs.

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted to the District Office not later than thirty (30) days after
completion of the well or after completion of operations being per-
formed, in accordance with 43 CFR 3162.4-1. Two copies of all logs,

core descriptions, core analyses, well test data, geologic summaries,
sample description, and all other surveys or data obtained and com-

piled during the drilling, workover, and/or completion operations,

will be filed with Form 3160-4. Samples (cuttings, fluids, and/or

gases) will be submitted when requested by the Assistant District Manager.



Surface Use Conditions of Approval
for

Parker wells: 16-5, 17-5 & 18-5

*x* These stipulations are derived thru the NEPA process and field
onsites.

1. Drilling and road building activities will be curtailed between May
15 - June 30 in order to> protect antelope's tawning.

2. Utilize existing roads and trails .

3. 100 x 135 foot area of disturbance is approved tor drilling use and

production facilities. It a larger area is needed, a Sundry Notice
(form 3160-5) must be suomitted.

4, Production facilities will be painted either slate gray or desert
brown.
5. Reclamation can be performed between ARugust and March 30th when

there is no frost in the ground.

Standard Surtace Use

Stipulations

1. Produced waste water will be confined to a (lined/unlined) pit for
a period not to exceed ninety (90) days after initial production.
During the 90 day period, an application for approval of a
permanent disposal method and location, along with the required
water analysis, will be submitted for the District Manager's
approval pursuant to NTL-2B.

2. 1f a tank battery is constructed on this lease, it will be
surrounded by a dike of sufficient capacity to contain I 1/2 times
the storage capacity of the largest battery.

3. All product lines entering and leaving hydrocarbon storage tanks
will be effectively seal=d. Refer to Onshore Order # 3 for
additional I & E quidancea.



Anticipated Starting Dates and Notifications of Operations:

Required verbal notifications are summarized in Table 1, attached.
Written notification in the form of a Sundry Notice (Form 3160-5) will
be submitted to the District Office within twenty-four (24) hours
after spudding. If the spudding occurs on a weekend or holiday, the
written report will be submitted on the following regular work day.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported to the Resource
Area in accordance with rejuirements of NTL-3A.

Should the well be successfully completed for production, the Assistant
District Manager, Minerals Division will be notified when the well is
placed in producing status. Such notification will be sent by telegram
or other written communication, not later than five (5) business days
following the date on whica the well is placed on production.

If a replacement rig is neaded for completion operations, a Sundry
Notice (Form 3160-5) to that effect will be filed for prior approval
from the District Office, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.
In emergency situations, verbal approval to bring on a replacement rig
will be approved through the District Office.

A first production conference will be scheduled within fifteen (15)
days after receipt of the first production report. The Resource Area
Office will coordinate the field conference.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with

the Assistant District Manager, Minerals Division within thirty (30) days
following completion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface restoration. Final
abandonment will not be approved until the surface reclamation work required
by the approved APD or approved abandonment notice has been completed

to the satisfaction of the Area Manager or his representative, or the
appropriate surface managing agency.

Approval to vent/flare gas during initial well evaluation will be
obtained from the District Office. This preliminary approval will not
exceed 30 days or 50 MMCF gas. Approval to vent/flare beyond this
initial test period will require District Office approval pursuant to
guidelines in NTL-4A.

Upon completion of approved plugging, a regulation marker will be erected
in accordance with 43 CFR 3162.6.

The following minimum information will be permanently placed on the
marker with a plate, cap, or beaded-on with a welding torch:

"Fed" or "Ind", as applicable. "Well number, location by 1/4 1/4
section, township and range". "Lease number".



TWELVE-POINT SURFACE USE PLAN OF OPERATIONS

1.

Surface disturbance and vehicular travel will be limited to the
approved location and access road. Any additional area needed will be
approved by the Area Manager.

The access road will be rehabilitated or brought to Resource (Class

III) Road Standards within sixty (60) days of dismantling of the drilling
rig. If this time frame cannot be met, the Area Manager will be notified
so that temporary drainage control can be installed along the access road.

Location of Tank Batteries and Production Facilities:

If a tank battery is constructed on this lease, it will be surrounded
by a dike to sufficient capacity to contain 1-1/2 times the storage
capacity of the largest tank in the battery.

A11 loading lines and valves will be placed inside the berm surround-
ing the tank battery. ‘

A11 site security guidelines identified in 43 CFR 3162.7-4 regulations
will be adhered to.

A1l off-lease storage, off-lease measurement, or commingling on-lease
or off-lease will have prior written approval from the Assistant
District Manager.

A11 product lines entering and leaving hydrocarbon storage tanks will
be effectively sealed.

Gas meter runs for each well will be located within five hundred (500)
feet of the wellhead. The gas flowline will be buried from the well
head to the meter and downstream for the remainder of the pad. Meter
runs will be housed and/or fence.

The 011 and gas measurement facilities will be installed on the well
location. The o0il and gas meters will be calibrated in place prior to
any deliveries. Tests for meter accuracy will be conducted monthly
for the first three (3) months on new meter installations and at least
quarterly thereafter. The Area Manager will be provided with a date
and time for the initial meter calibration and all future meter-
proving schedules. A copy of the meter calibration reports will be
submitted to the Resource Area Office. A1l meter measurement facili-
ties will conform with the API standards and Onshore Order No. 4 for
1iquid hydrocarbons and the AGA standard and Onshore Order No. 5, 43 CFR
3160 for natural gas measurement.



Three sides of the reserve pit will be fenced with barbed wire before
drilling starts. The fourth side will be fenced as soon as the drilling
is completed. The fence will be kept in good repair while the pit is
drying.

Produced waste water will be confined to a unlined pit for a period not
to exceed ninety (90) days after initial production. During the ninety
(90) day period, an application for approval of a permanent disposal
method and location, along with the required water analysis, will be
submitted for the Assistant District Manager's approval pursuant to
Onshore 0i1 and Gas Order No. 3 (NTL-2B).

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the Assistant District Manager.
Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned, will be identi-
fied in accordance with 43 CFR 3162.6.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3162.3-2.

The dirt contractor will be provided with an approved copy of the
surface use plan of operations.

This permit will be valid for a period of one (1) year from, the date
of approval. After permit termination, a new application will be
filed for approval for any future operations.



TABLE 1

NOTIFICATIONS

Notify Jeff Robbins of the Grand Resource Area, at

(801) 259-8193 for the following:

2 days prior to commencement of dirt work, construction or reclamation;
1 day prior to spudding;

1 day prior to running and cementing surface casing;

1 day prior to pressure testing of surface casing.

Notify the Moab District Office, Branch of Fluid Minerals at (801) 259-6111
for the following:

No well abandonment operations will be commenced without the prior
approval of the Assistant District Manager, Minerals Division.

In the case of newly drilled dry holes, and in emergency situations,
verbal approval can be obtained by calling the following individuals,
in the order listed.

Dale Manchester, Petroleur Engineer Office Phone:  (801) 259-6111
Home Phone: (801) 259-6239
Eric Jones, Petroleum Engineer Office Phone:  (801) 259-6111
Home Phone: (801) 259-2214

If unable to reach the abcve individuals including weekends, holidays,
or after hours please call the following:

Lynn Jackson, Office Phone:  (801) 259-6111

Chief, Branch of Fluid Mirerals
Home Phone: (801) 259-7990

24 HOURS ADVANCE NOTICE IS REQUIRED FOR ALL ABANDONMENTS




316Z (U~065)
(U-14654)

Moab District
P. 0. Box 970
Moab, Utah 84532

DEC 1 7 199!

Parker Energy Technology, Inc.
1787 East Ft. Union Blvd., Suite 108
Salt Lake City, Utah 84121

Re: Application for Permit to Drill
Well No. Exit/Parker ET1 16-5 </_0/9-3/309
NENW Sec. 5, T. 20 S., R. 23 £.
6rand County, Utsh
Lease U-14654

Gent lemen:

The Application for Permit to Drill the referenced well was approved on
November 13, 1990. Since that date, no known activity has trarspired at
the approved location.

Applications for permit to drill are effective for a pericd of one year.
In view of the foregoing, this office is rescinding the approval of the
referenced application.

Should you intend to drill at this location at a future date, a new appli-
cation for permit to drilil must be submit;gg.n R o

if you have any questions, please contact the Branch of Fluid Finerals
at (801) 259-6111.

Sincerely yours,

/S/ WILLIAM €. STRINGER

Assistant District Manager
Mineral Resources

Enclosure:
Application for Permit to Drill

cc: Grand Resource Area (w/c encl.,) -
State of Utah, Division of 011, Gas and Mining (w/c encl,)

YButts:vb:12/16/91



O State of Utah -

P | DEPARTMENT OF NATURAL RESOURCES
‘ot saerer | DIVISION OF OIL, GAS AND MINING

Governor § 455 West North Templ
Dee C. Hansen st Nor emple

Executive Director 3 Triad Center, Suite 350
Dianne R. Nielson, Ph.D. Salt Lake City, Utah 84180-1203
Division Director 801-538-5340

December 30, 1991

Parker Energy Technology, Inc.
1787 East Fort Union Bivd., Suite 108
Salt Lake City, Utah 84121

Gentlemen:

Re: Well No. Exit/Parker ETI 18-5, Sec. 5, T. 20S, R. 23E, Grand County, Utah,
API No. 43-019-31309

In concert with action taken by the U.S. Bureau of Land Management, approval to drill
the above referenced well is hereby rescinded. A new Application for Permit to Drill must
be filed with this office for approval prior to the commencement of any future work on the
subject location.

If any previously unreported operations have been performed on this well location, it is
imperative that you notify the Division of QOil, Gas and Mining immediately.

Sincerely,
L_Jon
Don Staley
Administrative Supervisor
Oil and Gas
DME/Idc
cc: R.J. Firth
Bureau of Land Management - Moab
Well file

WOI196

an equal opportunity employer
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